


T.A.L 


” 
» D , 
» GROUP 





.1.G. 
EXPERTS 





T- _ 






PERSONAL VIDEO RECORDER 


TF5000PVRi 





2 Common Interface for 
CONAX, CRYPTOWORKS, IRDETO, NAGRAVISION, SECA & VIACCESS 
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TFS000PVRt SPECIFICATION 


Profile Level 
Aspect Ratio 


2 xX MPEG-2 MP @ML (PIP) 
4:3, 16:9, Pan & Scan, Letterbox 


4-digit 7-segment LEDs 
3 LEDs 


2 Tuners Decoding & recording(or decoding) RF-Connector 75Q, IEC 169-2, Female/Male 
Input/Loop through Connector 75, IEC 169-24, Female Frequency 470 ~ 860MHz 

Output Channel CH21 ~ 69 
Frequency Range 50 ~ 870MHz 

ae ee TV standard PAL G/I/K selectable by Menu 
Signal Level Input -78 ~ -20dBm 
Modulation OFDM 
Input Symbol Rate 1 ~ 45MS/s PCNCIA Dai 
DVB Common Interface Standard 
ie 

Transport Stream ISO/IEC 13818-1 MPEG-2 

7 Keys CH-/+, VOL-/+,MENU,OK,STANDBY 


Channel number or Time display 
TV/SAT, REMOTE, STANDBY 


Video Resolution 720X576 RCU 46 Keys 
Audio Decoding MPEG-1 Layer 1,2&3 
Input Voltage 90 ~ 250VAC, 50/60Hz 
Main Processor MIPS Type SMPS 
Memory Flash-ROM: 2MB Power Consumption Running: Max. 55W, Standby: 8W 
RAM: 64MB Protection Separate internal fuse. 
EEPROM: 2Kb The input shall have lightning protection. 
HDD 80GB, 120/160GB(optional) 
Size(W XH xD) 340 x 60 x 265mm 
TV-Scart Video CVBS/S-VIDEO/RGB/Y UV output Weight(Net) 4.2 Kg 
Audio L/R output 
VCR-Scart Video CVBS output 
Audio L/R output 
Video CVBS/S-VIDEO/RGB/Y UV input for bypass 
Audio L/R input for bypass 
S-VIDEO Video S-VIDEO output 
RCA A/V Video CVBS output 
Audio L/R output 
S/PDIF Digital Audio or Dolby AC-3 bitstream output 
TO PFI E LD RS-232C 9 pin D-sub type 
Transfer rate 115.2Kbps 
ath floor, Deoksan Bldg, 260-4 use sai ZAP DB 
Bundang-Ku, Seohyun-Dong, |REC| P| Br eaneaat ra 


Seongnam, 463-824, Korea 
+82 31 708-2606 
+82 31 708-2607 
www.topfield.co.kr 
inquiry @ topfield.co.kr 


x Specifications and functions may be changed for improvement without notice in advance. 
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